
Centrifugal Trash Pumps - 3 inch

Additional Advantages: 

Self-priming high performance pump capable of handling
solids up to 1.5 inches, ideal for jobsites requiring fast
dependable dewatering on command. 

Hardened ductile iron impeller and volute, with patented volute
insert, provides a rugged, easy to maintain pump that will stay
on the job longer.

Compact, lightweight design using high strength aluminum
housing with easy access and large fill and drain plugs,
provides extra years of trouble-free operation.

Radial flow design produces high volume and head for superior
pump performance.

Quality components throughout such as carbon ceramic
mechanical seals for extra long life.

PT 3 PT 3H
PT 3A
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WACKER 
Reliable

Trustworthy

Accessible

Responsive

High performance
centrifugal trash pumps
designed and built to keep
your jobsite dry

Wacker’s self-priming centrifugal trash pumps
have proven themselves on jobsites around the
world. With its radial flow design and built-in
contractor friendly features, this line of trash pump
has redefined the quality and durability standards of
self-priming centrifugal trash pumps. 
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Technical Data PT 3 PT 3A PT 3H

Specifications may change due to continuous product development.

Suction & discharge diameter in (mm) 3 (75) 3 (75) 3 (75)

Length x width x height in 26 x 20 x 23 26 x 20 x 23 26 x 20 x 23
(mm) (675 x 505 x 570) (675 x 505 x 570) (675 x 505 x 570)

Operating weight lb (kg) 132 (60) 141(64) 161 (73)

Shipping weight lb (kg) 149 (68) 158 (72) 177 (80)

Shipping size (l x w x h) in 27 x 21 x 24 27 x 21 x 24 27 x 21 x 24
(mm) (690 x 520 x 610) (690 x 520 x 610) (690 x 520 x 610)

Max. discharge head ft (m) 96 (29) 96 (29) 96 (29)

Max. discharge gpm (l/min) 400 (1515) 400 (1515) 400 (1515)

Max. suction lift ft (m) 25 (7.6) 25 (7.6) 25 (7.6)

Solid size capacity in (mm) 1.5 (38) 1.5 (38) 1.5 (38)

Engine type air-cooled, 4-cycle air-cooled, 4-cycle air-cooled, 4-cycle
single cylinder single cylinder single cylinder

WM 270 gasoline engine Honda gasoline engine Hatz diesel engine

Displacement in3 (cm3) 16.2 (265) 14.8 (242) 21.1 (347)

Power hp (kW) 9 (6.6) 8 (6) 6.8 (5)

Operating speed rpm 3500 3500 3500

Fuel capacity qt (l) 6.4 (6) 6.4 (6) 5.3 (5)

Maximum fuel consumption qt (l)/hr 2.6 (2.5) 2.8 (2.7) 1.8 (1.7)                  

PT = Centrifugal trash pump,  3 = Discharge diameter in
inches,  Standard model features WM 4-cycle engine
A = Honda engine,  H = Hatz engine

Model Guide
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Performance 
at various 
suction lifts
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Centrifugal Trash Pumps 
3 inch

PT 3
PT 3A
PT 3H

include strainer, T-bolt claimp,
operator’s manual and parts book.

Standard Package

Please refer to our Price List and Ordering Guide for complete
accessory information.

PT 3 operating at 3600 rpm


